Minutes of Pre-Bid Clarifications o

Dated: 05.01.2016

The Pre-Bid Meeting was held on 18.12.2015 at 15:00 Hrs. in the Office of Medical
Superintendent, AIIMS Bhopal Hospital with reference to AIIMS Bhopal E-Tender ID No.
AIIMSBPLHOSP151601604122015 for Supply, Installation, Testing and Commissioning of
Horizontal Type Autoclave Equipment in CSSD Department at AIIMS Bhopal Hospital.

N_o Bidder was appeared during the Pre-Bid meeting scheduled as above. However, following
Bidder Company forwarded their queries to the email ID of e-Tendering Department of AIIMS
Bhopal Hospital at etender@aiimsbhopal.edu.in as follows:-

| Sr. No. Bidder Company Name

g8
|

M/s Hospicamed Associates Pvt. Ltd.

The committee has discussed the query receipt from above Bidder company in Technical Terms
and following Pre-Bid Clarifications is proposed to be communicate to the interested Tenderers

as follows:
| Sr. | Query Raised by M/s Hospicamed AIIMS Bhopal Reply
No. | Associates Pvt. Ltd.

|
|
|

1

|

At point no. 5 of the specifications it is desired | In the floated Technical Specifications in

to have a single door, where as in the same | Schedule of Requirement at Point No. 5, |
' point it is also desired to have a pass through | it is clearly mentioned that the single
 system, which is contradictory. For pass | vertical sliding door to have a pass

through you need to have two doors on either | through system and door should be
side of the Autoclave with interlocking. electrically controlled having fully
automatic function with multiple safety
based on silicon seal.

Specifications.

arrangement. Sealing system should be |

No change allowed in floated Technical

|
[

| At point 7 it is desired to have the Chamber in | Please read “Chamber & Doors Material

SS 316L grade which is correct but seemingly | : Stainless Steel 316 L. Jacket Material 1

by mistake for the Chamber jacket it is | : Stainless Steel 316 / Titanium” in place |

mentioned SS316 Titanium which actually is a | of “Chamber & Doors Material

lab grade stainless steel normally not used in | Stainless Steel 316 L. Jacket Material 1 : |

Hospitals. Accordingly kindly consider our | Stainless Steel 316 Titanium” Technical

request for replacing it with SS 316 L in place | Specification given in Schedule of |

of SS 316 Titanium. Requirement at Point No. 7 rest all specs
mentioned in Point No. 7 will remain un-
changed.
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